TECHNICAL SPECIFICATION

v LoRa™ transmitter | receiver

v Internal PCB antenna

v Maximum depth of operation 150 m (492 ft)
v GPS module

v E-Ink display 1,54

v Bluetooth® 5.1 module

v Operating temperature
0 °C to +50 °C (32 °F to +122 °F)

v Wireless charging q'

v Sensors: depth gauge, accelerometer,
gyroscope, compass, temperature

v Accumulator LiPo 3,7 V | 2200 mAh

v Integrated
- light | signal light
» retractable knife

v Dimensions
- Length: 145,9 mm (5,74 in)
« Width: 72,4 mm (2,85 in)
« Height: 46,3 mm (1,82 in), 30,6 mm (1,21 in)
without rotary switch

v Weight: 290 g (10,2 oz) neutral under water

v Battery Life
+ up to 200 hours operating
« up to 3 months stand-by

TECHNICAL SPECIFICATION

v LoRa™ transmitter | receiver
« Communication range up to 10 000 m

v Fixed external tilting antenna
v |IP66
v GPS module

v E-Ink display 7,8 with backlight
and touch panel

v Bluetooth® 5.1 module

v Operating temperature
0 °C to +50 °C (32 °F to +122 °F)

v WIiFi 802.11 b | g | n module
v Accumulator LiPo 3,7 V | 4000 mAh

v USB-C Connector for charging
and communication

v Acoustic siren

v Dimensions
« Length: 226,2 mm (8,91 in)
« Width: 164,1 mm (6,46 in)
+ Height: 21,0 mm (0,83 in)

v Weight 440 g (15,52 0z)

v Battery Life
+ up to 8 hours operating
- up to 3 months stand-by
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SWITCH POSITIONS USAGE STEP BY STEP REGISTRATION, LOCALISATION
DIVER UNIT (DU]) SYSTEM DV BUDDY BOAT UNIT (BU]

.

€ Table
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Jirka

Switch Off Registration on Boat unit Start of new diving session Registration of the diver
before diving on Boat unit

Name: Lubos

® (3] o
Y

Registration - of divers before the dive. Table shows list of already registered

Dive completed, Signal light Start of diving Dive completed (Step 1) divers and new one be accepted and registered into active session
pickup request sent The diver jumps to water Return to boat: the diver sets switch
to boat unit and dive to position “Dive completed”
Light SOS - emergency pickup. Dive completed (Step 2) Request received
Signal sent to all boats with The diver raises his hand with diver unit to The boat confirms the reception
DVB system in area send a message to boat unit for picking up of the signal from the diver
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BATTERY
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CHARGE THE BATTERY T
BEFORE DIVING!

Be sure that the battepy Picking up Deregistration of the diver
. o The boat arrives for diver
is charged to at least 50%.

DV%BUDDV

Localisation - Map with positions of divers relative to the ship's
position. The map includes the current azimuth of the ship,
compass, diver's distance from the ship, and other details.

Poasition of boat is represented by mark “+” in the center of map

i

)

of i

L= §)



